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October 6, 2014

Dear First  Sample,

RE: Report No. 1001, v.2
631 Hudson Ave
Albany, NY

Thanks very much for choosing us to perform your home inspection. The inspection itself and the attached report comply
with the requirements of the Standards of Practice of our national Association. This document, which is included at the
end of the report for your perusal, defines the scope of a home inspection.

Clients sometimes assume that a home inspection will include many things that are beyond the scope. We encourage
you to read the Standards of Practice so that you clearly understand what things are included in the home inspection and
report.

The report has been prepared for the exclusive use of our client. No use by third parties is intended. We will not be
responsible to any parties for the contents of the report, other than the party named herein .

The report is effectively a snapshot of the house, recording the conditions on a given date and time. Home inspectors
cannot predict future behavior, and as such, we cannot be responsible for things that occur after the inspection. If
conditions change, we are available to revisit the property and update our report.

The report itself is copyrighted, and may not be used in whole or in part without our express written permission.

Again, thanks very much for choosing us to perform your home inspection. We offer a full satisfaction guarantee, and will
return your fee in full if you are not satisfied at any time.

Sincerely,

Patrick Maloney
on behalf of
Protech Property Inspections

Protech Property Inspections
6700 North Edgebrook Terrace

Chicago, IL  60646
773-771-2728

protechinspections@comcast.net

protechinspections@comcast.net


SUMMARY

This Summary outlines potentially significant issues from a cost or safety standpoint. This section is provided as a
courtesy and cannot be considered a substitute for reading the entire report. Please read the complete document.

Priority Maintenance Items

Roofing

SLOPED ROOFING \ Wood shingles and shakes
Condition: Old, worn out
Implication(s): Chance of water damage to contents, finishes and/or structure
Location: Throughout
Task: Replace
Time: Less than 1 year
Cost: Major

Condition: Near end of life expectancy
Implication(s): Chance of water damage to contents, finishes and/or structure
Location: Throughout
Task: Replace Further evaluation
Time: Less than 1 year
Cost: Major

Exterior

RECOMMENDATIONS \ Overview
Condition: No exterior recommendations are offered as a result of this inspection.
Location: Various Throughout Second Floor
Task: Repair or replace Further evaluation Service Clean
Time: Immediate
Cost: Minor

Structure

FLOORS \ Joists
Condition: No blocking, bracing or bridging
Implication(s): Weakened structure | Chance of structural movement | Bouncy, springy floors
Location: Various Basement Furnace Room
Task: Repair or replace Further evaluation Improve
Time: Immediate
Cost: Major

631 Hudson Ave, Albany, NY     October 13, 2012 protechinspections@comcast.net

Providing great home inspections for every client every time

Report No. 1001, v.2

Page 1 of 22

SUMMARY ROOFING EXTERIOR STRUCTURE ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR

REFERENCE

http://www.discoverhorizon.com/hrb/PDFS_2011/HRB_13_Maintenance_2011.pdf
http://www.discoverhorizon.com/hrb/article.aspx?ASKID=229&DROPDOWN=4048
http://www.discoverhorizon.com/hrb/article.aspx?ASKID=229&DROPDOWN=7943
http://www.discoverhorizon.com/hrb/article.aspx?ASKID=324&DROPDOWN=3592
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ROOFING

Description

Sloped roofing material: Wood shingles/shakes

Probability of leakage: High

Limitations

General: blank note

Roof inspection limited/prevented by: Lack of access (too slippery/fragile) Wet roof surface hides flaws

Inspection performed: By walking on roof From roof edge

Recommendations

SLOPED ROOFING \ Wood shingles and shakes
1. Condition: Old, worn out
Implication(s): Chance of water damage to contents, finishes and/or structure
Location: Throughout
Task: Replace
Time: Less than 1 year
Cost: Major
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http://www.discoverhorizon.com/hrb/HHRB.aspx?id=20&DROPDOWN=6502
http://www.discoverhorizon.com/hrb/article.aspx?ASKID=229&DROPDOWN=4048
http://www.discoverhorizon.com/hrb/LargeImage.aspx?IMAGE=0029.gif
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EXTERIOR

Description

Gutter & downspout material: Aluminum

Gutter & downspout discharge: Below grade

Lot slope: Away from building

Wall surfaces - masonry: Brick

Wall surfaces: Vinyl siding

Driveway: Concrete No performance issues were noted.

Porch: Wood Pressure treated wood

Exterior steps: Wood

Limitations

Inspection limited/prevented by: Storage Poor access under steps, deck, porch

Upper floors inspected from: Ground level

Exterior inspected from: Ground level

Recommendations

RECOMMENDATIONS \ Overview
3. Condition: No exterior recommendations are offered as a result of this inspection.
Location: Various Throughout Second Floor
Task: Repair or replace Further evaluation Service Clean
Time: Immediate
Cost: Minor

ROOF DRAINAGE \ Gutters
4. Condition: Leak
Implication(s): Chance of water damage to contents, finishes and/or structure
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http://www.discoverhorizon.com/hrb/HHRB.aspx?id=200&DROPDOWN=190
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=206&DROPDOWN=1323
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=211&DROPDOWN=271
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=236&DROPDOWN=372
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=273&DROPDOWN=6259
http://www.discoverhorizon.com/hrb/article.aspx?ASKID=917&DROPDOWN=2698
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STRUCTURE

Description

Configuration: Basement

Foundation material: Brick

Floor construction: Joists

Exterior wall construction: Wood frame, brick veneer

Roof and ceiling framing: Trusses Plywood sheathing

Limitations

Inspection limited/prevented by: Carpet/furnishings

Attic/roof space: Entered but access was limited

Percent of foundation not visible: 30 %

Recommendations

FLOORS \ Joists
7. Condition: Notches or holes
Implication(s): Weakened structure
Location: West Basement
Task: Repair or replace
Time: Less than 1 year
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http://www.discoverhorizon.com/hrb/HHRB.aspx?id=496&DROPDOWN=298
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=445&DROPDOWN=374
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=562&DROPDOWN=2541
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=652&DROPDOWN=6517
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=757&DROPDOWN=6075
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=778&DROPDOWN=30064
http://www.discoverhorizon.com/hrb/article.aspx?ASKID=326&DROPDOWN=22373
http://www.discoverhorizon.com/hrb/LargeImage.aspx?IMAGE=0326.gif
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ELECTRICAL

Description

Service entrance cable and location: Overhead copper

Service size: 100 Amps (240 Volts)

Main disconnect/service box rating: 100 Amps

Main disconnect/service box type and location: Breakers - basement

System grounding material and type: Copper - water pipe

Distribution panel rating: 100 Amps

Distribution panel type and location: Breakers - basement

Distribution wire material and type: Copper - non-metallic sheathed

Type and number of outlets (receptacles): Grounded - typical

Circuit interrupters: Ground Fault (GFCI) & Arc Fault (AFCI): GFCI - bathroom GFCI - outside

Smoke detectors: Present

Carbon monoxide (CO) detectors: Present

Limitations

General: Concealed electrical components are not evaluated during the home inspection.

Inspection limited/prevented by: Storage

Panel covers: Disconnect covers are not removed by the building inspector

System ground: Not found Quality of ground not determined

Circuit labels: The circuits are not labeled at the panel

Recommendations

General
9. Any electrical recommendations should be considered high priority items, since all electrical issues are safety
concerns.

DISTRIBUTION SYSTEM \ Outlets (receptacles) - number or location
10. Condition: Too close to bathtub or shower
Implication(s): Electric shock
Location: Left Side First Floor Bathroom
Task: Repair Further evaluation Upgrade
Time: Immediate
Cost: Minor
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http://www.discoverhorizon.com/hrb/HHRB.aspx?id=906&DROPDOWN=4125
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=920&DROPDOWN=27
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=934&DROPDOWN=24
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=934&DROPDOWN=7758
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=951&DROPDOWN=6352
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=968&DROPDOWN=25
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=988&DROPDOWN=370
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=1019&DROPDOWN=784
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=1091&DROPDOWN=7792
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=1133&DROPDOWN=307
http://www.discoverhorizon.com/hrb/HHRB.aspx?id=1133&DROPDOWN=4102
http://www.discoverhorizon.com/hrb/article.aspx?ASKID=566&DROPDOWN=8021
http://www.discoverhorizon.com/hrb/article.aspx?ASKID=556&DROPDOWN=5871
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HEATING

Description

Fuel/energy source: Gas Electricity

System type: Furnace

Heat distribution: Ducts and registers

Approximate capacity: 80,000 BTU/hr

Efficiency: Mid-efficiency

Approximate age: 17 years

Main fuel shut off at: Meter

Chimney/vent: Masonry Metal

Chimney liner: Metal

Humidifiers: Trickle/cascade type

Limitations

Inspection prevented/limited by: Top of chimney too high to see well

Safety devices: Not tested as part of a building inspection

Heat loss calculations: Not done as part of a building inspection

Heat exchanger: Not visible

Recommendations

General
12. Annual Inspections and Service cleaning by a Qualified HVAC Contractor
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